
8 vehicle and pedestrian phases

12 �exible overlaps

Any phase & color start-up

32 coordination plans

  -  Algorithm for adaptive built-in

Powerful time-clock event control 
with exceptions

8 programmable preempt sequences

  - 8 levels of preempt priority

Fully TSP compatible

100% mappable inputs / outputs 

Ethernet support for 10/2 Base T 10 
Mbits/sec.

4 communication ports, hardware 
con�gurable

4 customizable logs

  -  Measures of e�ectiveness log

  -  Con�gurable as master, local

In the race for ATC superiority, Northwest Signal’s M1 ATC controller is unsurpassed. 
Engineers are empowered with ready access to innovative and �exible timing control 
tools. Today’s tra�c operations demand more from yesterday’s roadways and the M1 
ATC delivers more of the right results.   

The M1 ATC is engineered to move more vehicles and people by providing innovative 
control tools such as built-in adaptive control, programmable logic for user-created 
solutions and complete master control features.  The M1 display o�ers unparalleled 
text quality that is easy to read over a wide range of ambient lighting conditions and 
viewing angles. 

The M1 is built tough to withstand cold, heat, wind, dust, vibration, sunlight and even 
g-forces. Its robust electronic circuitry is jacketed in a 1/8” thick aluminum shell that 
also helps to protect the unit and manage heat. The M1 exceeds all NEMA environ-
mental requirements, assuring operation no matter where your intersection might be.

The M1 ATC hardware, controller �rmware and PC software are supported by North-
west Signal Supply’s experienced and knowledgeable team. 

www.nwsignal.com

Smart Tra�c Control
M1 ATC Controller 

M1 Advantage

M1 Features
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